
 INTERIOR RAISED PANEL DOORS
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indicates stock
indicates stocked in 20 minute fire rated

Raised Panel

2-PANEL SQUARE TOP

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

RIVERSIDE

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

ROMAN

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

CHEYENNE

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

6-PANEL SMOOTH & TEXTURED

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

*8'0” doors have 6 panels



 INTERIOR RECESSED PANEL DOORS

indicates stock
indicates stocked in 20 minute fire rated

LINCOLN PARK

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

LOGAN

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

ABERDEEN

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

WINSLOW

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

N/A N/A N/A N/A N/A N/A N/A N/A8’0”

WINTHROP

6’8”

1’4” 1’6” 1’8” 2’0” 2’4” 2’6” 2’8” 3’0”

8’0”

Recessed Panel



INSWING OUTSWING

 DOOR HANDING
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LH

LH TAST

LARI

RH

RH TAST

RALI LALO RARO

RALO

LHOS

LHOS TAST

LARO

RHOS

RARILALI

All handings are viewed from outside the openings.

RHOS TAST



ENTRY SYSTEMS

8'-0" DOOR HEIGHT   
Sizes and Rough Openings

Description Size Unit Size  Rough Opening

Single Door Unit 2'-6" 31-1/2" x 98" 32" x 98-1/2"

(Inswing) 2'-8" 33-1/2" x 98" 34" x 98-1/2"

 2'-10" 35-1/2" x 98" 36" x 98-1/2"

 3'-0" 37-1/2" x 98" 38" x 98-1/2"

 3'-6" 43-1/2" x 98" 44" x 98-1/2"

Double Door Unit 5'-0" 62" x 98" 62-1/2" x 98-1/2"

 5'-4" 66" x 98" 66-1/2" x 98-1/2"

 6'-0" 74" x 98" 74-1/2" x 98-1/2"

Continuous Sill Systems
Description Size Unit Size  Rough Opening

w/(1) 12" Sdlt 3'-0" 51" x 98" 51-1/2" x 98-1/2"

w/(2) 12" Sdlt 3'-0" 64-1/2" x 98" 65" x 98-1/2"

w/(1) 14" Sdlt 3'-0" 53" x 98" 53-1/2" x 98-1/2"

w/(2) 14" Sdlt  3'-0" 68-1/2" x 98" 69 x 98-1/2"

Center Hinged Patio Door Units
Description  Size Rough Opening

Double Door Unit  63" x 82" 63-1/2" x 82-1/2"

 75" x 82" 75-1/2" x 82-1/2"

6'-8" DOOR HEIGHT   
Sizes and Rough Openings

Description Size Unit Size  Rough Opening

Single Door Unit 2'-6" 31-1/2" x 82" 32" x 82-1/2"

(Inswing) 2'-8" 33-1/2" x 82" 34" x 82-1/2"

 2'-10" 35-1/2" x 82" 36" x 82-1/2"

 3'-0" 37-1/2" x 82" 38" x 82-1/2"

 3'-6" 43-1/2" x 82" 44" x 82-1/2"

Double Door Unit 5'-0" 62" x 82" 62-1/2" x 82-1/2"

 5'-4" 66" x 82" 66-1/2" x 82-1/2"

 6'-0" 74" x 82" 74-1/2" x 82-1/2"

Continuous Sill Systems

HINGE SPECIFICATIONS
Measured from the top of the door

Description Size Unit Size  Rough Opening

w/(1) 12" Sdlt

Exterior
6’8”     Top of Hinges 1,2,3 6-7/16", 37-5/8", 68-13/16"
            Top of Latch Prep 1,2 Deadbolt - 37-1/16", Lock 42-9/16"

8’0”     Top of Hinges 1,2,3,4 6-7/16", 32-9/16", 58-11/16", 84-13/16"
            Center of Bores 1,2 Deadbolt - 53-1/16", Lock - 58-9/16"

Interior
6’8”     Top of Hinges 1,2,3 6-11/16", 37-7/8", 69-1/16"
            Top of Latch Prep 1 42-7/8"

8’0”     Top of Hinges 1,2,3,4 6-11/16, 32-13/16", 58-15/16", 85-1/16"
            Top of Latch Prep 1 58-7/8"

 3'-0" 51" x 82" 51-1/2" x 82-1/2"

w/(2) 12" Sdlt 3'-0" 64-1/2" x 82" 65" x 82-1/2"

w/(1) 14" Sdlt 3'-0" 53" x 82" 53-1/2" x 82-1/2"

w/(2) 14" Sdlt  3'-0" 68-1/2" x 82" 69" x 82-1/2"

Subtract 3/4" from rough opening height for outswing and ADA height doors
Brickmould Dimension:  Add 2-1/2" to unit width and 1-1/4" to unit height

Subtract 3/4" from rough opening height for outswing and ADA height doors
Brickmould Dimension:  Add 2-1/2" to unit width and 1-1/4" to unit height

Subtract 3/4" from rough opening height for outswing and ADA height doors
Brickmould Dimension:  Add 2-1/2" to unit width and 1-1/4" to unit height

INTERIOR DOOR ROUGH OPENINGS
Add 2" to the call size width and 2-1/2" to the call size height. 
(Example 3-0 x 6-8 = 38" x  82-1/2")

For Doors with a T-Astrigal, add 3" to call size width.

Rough opening dimensions are required opening from floor and
do not account for wood floor or lightweight.

Subtract 3/4" from rough opening height for outswing and ADA height doors
Brickmould Dimension:  Add 2-1/2" to unit width and 1-1/4" to unit height

Subtract 3/4" from rough opening height for outswing and ADA height doors
Brickmould Dimension:  Add 2-1/2" to unit width and 1-1/4" to unit height


